
FlexLink belt 
conveyor

Engineered as part of the FlexLink system
The FlexLink Belt Conveyor is developed as a native component of the FlexLink automation 
platform. It provides precise and stable belt conveying while fully aligned with FlexLink chain 
conveyors, structures, and system architecture. A standardized solution designed to simplify 
engineering, ensure reliable transfers, and support long‑term production performance.

Benefits
• System level integration with FlexLink conveyors and structures
• Precise and stable transfers for small and sensitive products
• Standardized platform for faster projects and global support
• Optimized total cost of ownership

Integrated belt conveying for reliable production flow
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Designed from real production needs
Developed together with customers, system integrators, and FlexLink engineers, the FlexLink 
Belt Conveyor addresses real application needs such as stable transfers, compact layouts, and 
seamless system integration. The platform follows a design‑to‑performance approach: performance 
requirements are defined first, then robustness and cost efficiency are optimized without 
unnecessary complexity.

One modular platform for Multiple industries
Built on FlexLink standard aluminium profiles, the belt conveyor integrates easily into new or existing 
FlexLink layouts using familiar modular logic.
It supports applications across pharma & healthcare packaging, food & FMCG, and consumer 
and light industrial products, delivering smooth and predictable product flow within the FlexLink 
automation ecosystem, backed by Coesia.

Technical overview

Belt width Standard: 125 / 200 / 300 / 500 mm 
Custom: 100 – 900 mm

Conveyor length up to 6 m

Belt options Standard, low friction (accumulation), high grip, 
antistatic / ESD

Drive pulley diameter
Ø48–55 mm, depending on configuration and belt type
Ø8 mm nose bar option, available for small product 
transfers

Drive configuration Compact mid drive, direct or suspended end-drive 

Motor options AC 230/400 V 50 Hz; DC 24 V / 48 V

Product load up to 30 kg

Guide system 
compatibility

Integrated T-slots, compatible with standard FlexLink 
guide rails, accessories and supports, 
adjustable side guides
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